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Vehicle
Model (Engine)
Model Year
Weight (Stock) 16.5Kg  (17.5Kg)
Main Material SUS304
Tip O.D. φ97 Ti Dual Tip
Main Pipe Dia. φ60（φ50）

Stock
HKS

Ground Clearance 115mm
205mm
*HKS Suspension

Package Dimension ①1515mm × 515mm × 300mm　
Weight ①19.0Kg　　

EX Pipe Ground Clearance
(Partial)
Remarks

Proximity Stationary Noise 81dB (@Idling: 55dB)
※ Measured by the US method. 95dB (@Idling: 67dB)

FC
2017〜

HONDA Civic Si COUPE

Honda Civic Si COUPE
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Code No. 31006-BH001



Overwhelming Low Exhaust Pressure - 50％ of Original Pressure
φ65 large diameter pipe and full straight structure reduce the exhaust pressure to 50% of the stock.
This significant exhaust pressure reduction enables the turbine to run smoothly from low RPM range,
which results in the engine output increase in an entire speed range.
Also, this pressure reduction effect is enhanced as the tuning level becomes more advanced;
the engine output can be increased to 500ps without engine power-loss.

NEW RELEASE INFORMATIONNEW RELEASE INFORMATIONNEW RELEASE INFORMATIONNEW RELEASE INFORMATION

HKS Co., Ltd.

Stock Exhaust System

Mid Pipe φ60

Main Pipe
φ50 x 2

HKS Hi-Power Muffler

Mid Pipe φ65

Main Pipe
φ60 x 2


